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Description

Ligowave DLB 5AC Wireless Bridge
The Ligowave DLB 5AC offers powerful wireless connectivity with lightning-fast speeds and low latency, making it perfect for
demanding applications like video streaming, VoIP, and backhaul links. Designed with cutting-edge 802.11ac technology, it provides a
robust and reliable connection even in challenging environments. Its compact, durable design ensures hassle-free installation and
long-term reliability.

Advanced Wireless Technology
Built on 802.11ac technology, the DLB 5AC supports high throughput and excellent performance over long distances. Its integrated
antenna and advanced interference mitigation capabilities ensure stable and consistent performance even in congested wireless
environments.

Reliable and Durable
With its IP-66-rated weatherproof enclosure, the Ligowave DLB 5AC is designed to withstand harsh outdoor conditions. Its low power
consumption and PoE support make deployment simple and cost-effective, while advanced management tools streamline
configuration and monitoring.

Key Features
802.11ac technology for high-speed wireless performance
Integrated directional antenna for reliable long-range connections
IP-66-rated weatherproof enclosure for harsh environments
Low latency ideal for video and voice applications
PoE support for simplified installation

Specifications
Wireless Standard: 802.11ac
Frequency Band: 5GHz
Antenna: Integrated 17dBi directional
Data Rate: Up to 867Mbps
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Enclosure: IP-66-rated weatherproof
Power Supply: PoE (24V)
Operating Temperature: -40°C to 70°C
Compliance: CE, FCC, RoHS

Warranty
2-year limited warranty.

https://www.4cabling.co.nz/ligowave-dlb-5ac-high-performance-wireless-bridge-for-ptp-ptmp-scenarios-802-11ac-5ghz.html

